Seychelle Water Pump
A submersible water pump is available. You can place the canister in a
lake or other body of water and draw potable water. The system can
draw 250 gallons before changing filter. If you are interested; please
contact our staff for further information. We have the system in the
office if you desire to view it
Retail price is $79.95 - butHome Storage Customers can purchase for only $39.97!

Dedicated to
improving our world,
one drop at a time!

Seychelle ®
wfaz&r i

22 Journey, Aliso Viejo, CA 92656
Customer Service: (949)234-1999
8:30am-4:30pm
www.seychelle.com

Suggested Retail Price $79.95

The most important
body of water is
yours!

receive 50% discount
using code L8D8S at checkout

pay only $39.97
(Shipping & Handling Not Included)

Protectit!

Pump 2 Pure
with
Dual Supreme
Filtration

What makes Seychelle's filters

Seychelle filters are made in the

better than other filters?

USA and are the most field and
laboratory tested products of

All Seychelle products are BPA free, non-

their kind in the world!

toxic, do not leach, and use only FDA
approved plastics and food grade
materials. Seychelle filters outperform
other filtration filters due to their exclusive
Ionic Adsorption Micro Filtration, which

Benefits:
is disinfected at the pre-filter then

coordinates all processes of contaminant

forced through the filter to provide

reduction by adsorption, absorption,

immediate clean drinking water. This

chemical bonding, chelation, and depth

unit is designed to work without being

filtration. The Seychelle filter is superior in

connected to a plumbed water supply

efficacy in the reduction and removal of up

and is intended to be used in any

to 99.99% of the following contaminants:

nearby water source (excluding salt
water).

Aesthetic- Unpleasant taste, odors,
sediment, Chlorine and Chloramines
Bacteriological - Virus, Bacteria,
Pathogens, Cryptosporidium, Giardia &

•* Water Hose

With the dual supreme system, water

Filters INCREASES the alkalinity (pH) of

Multi-stage Pre-Filtsr

SPECIFICATIONS:

•

Carrying Case

•

Clean Water Clip

•

Extra Sponge, Gasket, &

drinking water from 8.0 to 9.5 and

Washers (Red)

Anthrax

REDUCES UP TO 99.99% of bacteria

Chemicals - Trihalomethanes (THM),

and viruses from virtually any water

PCB's, PCE's, PFC's, PFOS's, PFOA's,

source. The Seychelle Pump 2 Pure

benzene, detergents and pesticides (DDT)

System is the product you need for

Dissolved Solids - Heavy metals,

Earthquakes, camping, traveling and

•

Pump Weight: 0.6lbs

Aluminum, Asbestos, Arsenic, Cadmium,

emergency preparedness.

•

Filter Life: 150 Gallons

Chromium 6, Copper, Lead & Mercury

While using our Pump 2 Pure

Radiological - Gross Beta, Radon 222,

•

Filter Life: 567.81 Liters

submerge the weighted pre-filter into

Alpha Radium 226, Uranium, Plutonium,
Cesium 134 and 137
Reduces up to 90% Fluoride

the surface water and pump to create
a flow of water from the pure water
hose. Water that has passed through
the system is potable to drink.

•

Main Filter

•

Pump Length:
11.5 i n . x 2 in.

:::-

A, B, C, D and R of
Contamination

DRINKING WATER:

THE IMPORTANCE Of FILTRATION
Drinking Water is one of the four basic elements in the "Basics of Family Home
Storage." Storing water for circumstances where the water may be polluted or
disrupted is a challenge for any family. Water is the most common substance
on the Earth, however, only 2.5% of the total global water supply is fresh or
drinkable and it is estimated that more than 1.1 billion people lack access to
clean water.
The Church Missionary Department has been using this as a basis for a very
effective solution for water filtration and purification for the last several years
with respect to keeping our missionaries safe. It has been tested by several
independent laboratories to the highest standards available (EPA and ANSI).

Seyahelle

Visitstore.lds.org
or
www.seychelle.com
Promo Code:

L8D8S

Seychelle Water Filters
Seychelle's Ionic Adsorption Miferon Filters are the most laboratory and field-tested of their kind in the world
using EPA protocols and tested to NSF/ANSI Standards 42 and 53 by Broward Testing Laboratory.
Beneficial trace minerals are not removed in the filtering process. What's good stays. ..what's bad goes.

TYPES OF FILTERS
Seychelle REGULAR Filter
The Regular filter removes up to 99.99% of chlorine, chemicals (VOCs). heavy metals and Radon 222. Removes
up to 90% of fluoride. Since it is more open in porosity, it does not remove giardia, cryptosporidium or E-Coli. It is
designed to be used as a drinking water filter for use with chlorinated municipal water and as a bottled water
replacement. MO> m he u.^ci^nh ™ii wmrj

Seychelle STANDARD Filter
The Standard filter is ideal for any in or out-door use, like traveling, hiking, biking, camping, fishing or for
emergency purposes. It can be used with any type of water source; tap or rainwater, rivers, streams or even lakes
(Excluding salt water). It is designed for use with water that is non-turbid, non-stagnant. It removes up to 99.99%
of contaminants and pollutants found in fresh water supplies including Aesthetics such as chlorine, Sediment and
dirt; Chemicals (VOC's) such as DDT, MTBE, Benzene, Chloroforms (THM's), Dissolved Solids (heavy metals)
such as Arsenic, Lead, Mercury, Copper, Zinc, Aluminum, Chromium 6 and up to 99.9% of Biologicals
(pathogens) such as Giardia and Cryptosporidium. Removes up to 90% of fluoride.

Seychelle ADVANCED Filter
The Advanced filter is made of the same media as the Standard filter with the addition of EPA approved iodinated
resin (EPA Reg #: 35917-2), which has been proven effective in the removal of bacteria and virus to six logs
(99.9999%). Removes up to 90% of fluoride. It can be used in extreme conditions; turbid and stagnant water: and
is ideal for emergencies such as hurricanes, cyclones, etc. such as events that occurred in the US with K.airina and
the hurricane in Haiti. (Not to AC wed»M *ai, wer)

Seychelle RADIOLOGICAL Filter
The Radiological filter removes the four basic zones of contamination: Aesthetic (Chlorine, taste and odor).
Chemicals (from Industry and Agriculture), Dissolved Solids (heavy metals such as lead, mercury, Chromium 6)
and up to 99.99% of Radiological Contaminants such as Gross Beta, Radon 222. Alpha Radium 226, Plutonium,
Uranium, Cesium 134 and 137. Removes up to 90% of fluoride, wo/m &<• M

Seychelle EXTREME RAD/ADV Filter
The Extreme filter removes up to 99.99%> of Chlorine, Chemicals (VOC's). Heavy Metals and Radiological
Contaminants. It removes up to 99.9999% of Bacteria and Virus and 99.9% of Giardia and Cryptosporidium for up
to 100 gallons of safe drinking water. The Extreme filters are perfect when using water of an unknown q u a l i t y , or
emergency preparedness, when survival is threatened by earthquakes, hurricanes, tornadoes, floods, fires,
radiological contamination or terrorism. Removes up to 90% Fluoride. /woimne^v,,/, «,,> ^,7

